
Solo-Gyps
Leonardo HD: Configuration 01

Working height

Total weight

Load capacity

Panel length

4900 mm

45 Kg

40 Kg

max. 3650 mm

16 ft

99.3 lbs

88.3 lbs

max. 12 ft

A

M E T R I C U S

Faster and safer drywall 
installation 
Designed for the installation of suspended 
ceilings, and acoustic solutions, Solo-Gyps 
lifts panels up to 40 kg (88 lbs), positioned 
on the adjustable frame, and through its 
roller system allows the operator to install 
them comfortably, independently and in 
half the time. 

A Small-E
Leonardo HD: Configuration 02

Working height 

Load rating (with operator)

Capacity

Net weight

Frame width

Frame height

5567 mm

113 Kg

1

32 Kg

350 mm

1110 mm

18.2 ft

249 lbs

1

70 lbs

13.7 in

43.7 in

A

M E T R I C U S

Quick inspections 
in technical ceiling rooms.
Designed to provide quick access to 
environments with limited space placed on 
the ceiling, Small-E allows the operator to 
carry out inspections and maintenance works 
comfortably and safely. 

Easy to install thanks to its quick release 
fasteners, Small-E is equipped with a 
dedicated, ergonomic top control box and can 
be completely folded when not in use, limiting 
clutter on the basket.
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